GENERAL MOTORS ENGINEERING STANDARDS
TYPE D GROOVED PINS

Nom Size | 3/64 | 116 | 5/64 [ 3/32 | 7/6a | /8 | 5/32 | 3/i6 [ 7732 va [ s8] 3/8 | 7706 | 12
"L" Length GM PART NUMBERS -STEEL, CADMIUM OR ZINC
1/4 443206 | 443209 | 443213 | 443218
3/8 443207 | 443210 | 443214 | 443219 | 443224 | 443230
1/2 443208 | 443211 | 443215 | 443220 | 443225 | 443231 | 443237 | 443244
5/8 443212 | 443216 | 443221 | 443226 | 443232 | 443238 | 443245 | 443253 | 443261
3/4 443217 | 443222 | 443227 | 443233 | 443239 | 443246 | 243252 | 443262 | 443270
7/8 443223 | 443228 | 443234 | 443240 | 443247 | 443255 | 443263 | 443271 | 443279
1 443229 | 443235 | 443241 | 443248 | 443256 | 443264 | 443272 | 443280 | 443288
1-1/4 i 443236 | 443242 | 443249 | 443257 | 443265 | 443273 | 443281 | 443289 | 443297
1-1/2 443243 | 443250 | 443258 | 443266 | 443274 | 443282 | 443290 | 443298
1-3/4 443251 | 443259 | 443267 | 443275 | 443283 | 443291 | 443299
2 443252 | 443260 | 443268 | 443276 | 443284 | 443292 | 443300
2-1/4 443269 | 443277 | 443285 | 443293 | 443301
2-1/2 443278 | 443286 | 443204 | 443302
2-3/4 443287 | 443295 | 443303
3 443296 | 443304
3-1/4 443305
3-1/2 443306
ADDITIONAL SIZES, MATERIALS OR FINISHES
STEEL - UNLESS OTHERWISE SPECIFIED
B Dia' GM B Dia' GM
Size | Length Description - Finish Part Size | Length Description - Finish Part
Max | Min Number Max | Min Numbe r
1/8 1/4 .136 { .132 | Cadmium or Zinc 274603 3/8 | 2-1/2 |.396 |.392 |Plain 192402
1/4 3 .264 | ,260 | Cadmium or Zinc 446203 1/2 3 .527 | .523 | Plain 192404
5/186 3/8 .331 | ,327 | Cadmium or Zinc 9422152
s5/16 | 5/8 .331 | ,327 | Cadmium or Zine 9422153

1 Measured with ring gages.

For dimensions see Page J-4.401.
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