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1. PART OR DRAWING NO. (CAGE) NOMENCLATURE 2. CAGE 3. SPINO.
7411020 (19207) CYLINDER & CHAMBER ASSY. 19207 AK07411020
4. NATIONAL STOCK NO. 5. DATE OF DRAWING 6. REVISION
2530-00-741-1020 08-16-00 C

7. QUP 8. 1IcQ 9. UNIT PACK WT. 10. UNIT PACK CU (CU. FT.) 11. UNIT PACK SIZE  (INCHES)

001 NONE 24.8 (LBS) 1.086 14.6x12.6x10.2

18. 19. 20.
STEPS | REQD DESCRIPTION
12. MILITARY PRESERVATION 1B PRESERVATIVE: MIL-PRF-16173, GRADE 4
MIL-STD-2073, METHOD 32 SPECIAL 2C 1 | WRAP:MIL-B-121,TYPEIIl, GRADE A, CLASS 2,18"x12"
13. CLEANING 3D CAPS/PLUGS: NAS 847
MIL-STD-2073, CODE 1 4 1 | BASE: A-A-55057, SEE PAGE 2& 3
14. DRYING 5 PADS A & B: ASTM D4727, TYPE CF, CLASS DOMESTIC,
MIL-STD-2073 SEE PAGE 2 & 3.

15. PACKING 6 1 | INNER CONTAINER: ASTM D5118, STYLE RSC, TYPE CF,
a. LEVEL A GRADE 275, CLASS DOMESTIC, 11-3/4"x9-5/8"x12-3/4"

MIL-STD-2073,TABLE Cll 7 2 |CLOSURE:ASTM D1974, ANY 2B OR 2C METHOD
b. LEVEL B 8 1 | BARRIER BAG: MIL-B-117, STYLE 2, TYPE |,CLASS B, 6

MIL-STD-2073, TABLE Cll 23" X28"
16. MARKING 9E 1 | OUTER CONTAINER: ASTM D5118,STYLE RSC, TYPE CF,

MIL-STD-129 GRADE W5c, CLASS WR, 12-3/4"x10-1/4"x13-3/4"

17. NOTES/DRAWING

A. QUALITY ASSURANCE PROVISIONS: MILITARY PRESERVATION AND PACKING SHALL BE INSPECTED IN

ACCORDANCE WITH MIL-STD-2073.

B. APPLY PRESERVATIVE TO UNPAINTED, UNPLATED, EXTERIOR METALLIC SURFACES

C. REMOVE HOSE, CLAMP, AND TUBE FROM ASSEMBLY AND WRAP, SEE STEP 2 ABOVE. SECURE WRAP WITH
TAPE, ASTM D5330, AND THEN SECURE WRAPPED HOSE, CLAMP, AND TUBE TO ASSEMBLY WITH SAME

TAPE.

D. APPLY PROTECTIVE CAPS/PLUGS TO ALL OPENINGS TO INTERIOR OF ASSEMBLY.

E. CLOSE OUTER FIBERBOARD CONTAINER WITH TAPE IN ACCORDANCE WITH ASTM D1974, METHOD 2B3.
WHEN THE UNIT PACKAGE IS THE SHIPPING CONTAINER THE OUTER CONTAINER WILL BE REINFORCED
FOLLOWING REINFORCEMENT METHOD 2B OF ASTM D1974.
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17. NOTES/DRAWINGS CONTINUED
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PAD A - 1 REQUIRED, ASTM D4727, TYPE CF, SINGLE WALL, GRADE 275, CLASS DOMESTIC
PAD B - 1 REQUIRED, ASTM D4727, TYPE CF, GRADE1100, TRIPLEWALL, CLASS DOMESTIC. SCORE AND FOLD
AS SHOWN ABOVE AND ON SHEET NUMBER 3.
BASE - 1 REQUIRED, A-A-55057 PLYWOOD, 5/8" THICK, 5-PLY, STANDARD INTERIOR WITH EXTERIOR GLUE.
ROUND CORNERS AS SHOWN ON SHEET NUMBER 3.
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17. NOTES/DRAWINGS CONTINUED

¢/—‘ ASTM-D5330

A4

BASE

MOUNT ASSEMBLY TO BASE USING 3 EACH 3/8" x 2" CARRIAGE BOLTS W/WASHERS, LOCK WASHERS AND NUTS
OF GOOD COMMERCIAL QUALITY.
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