MASTER BOOK OF ORDNANCE ENGINEERING STANDARDS
(SEE NOTES AT BOTTOM OF SHEET)

AUTOMOTIVE SQUARE COUNTERSUNK HEADLESS DRAIN PLUGS §EEAM 53./02
DRAIN_PLUGS
8

F
F.

CAST BROACHED

Dryseal Taper Thread
SAE - pShort .. EXTRR
el

Min. Body Length 250 | «260
Max. Body Length 270, «2BQ

18-27 178-27 /74 -18 3/78-18 3/4-'I4 I=l-iza2

.395 . 830 +670
+425 «570 .710

395
.425

.319
.348

+413 . 508

Min. Square - Cast
+443 . 538

Max. Square - Cast

«413 «508
.418 +513

3/16

Min. Square - Broach <130 255 319
Max. Square - Broach .135 .260 <324
Min. Socket Depth 3/32 N 5/352 5/32
Wall Thickness (1) .13 .18
Min. Wall Thickness (2) .08 .10
Wall Thickneas (3) 1/16 . 1/16 1/16 3/32

G.M.PART NUMBERS

Finish - Material

Plain
Plain
Plain

Plain
Plain

Cadmium or Zinc

Cast Iron
Malleable Iron
8teel

Steel

Brass

Bronze

444764
444765
444766
444767

444770

444771
444772
444773

444776
444777
444778
444779

444780
444781
444782
444783
444784
444785

444786
444787
444788
444789
444790
444791

444792
444793
444794
444795
444796
444797

444803

Use with Cast or Malleable Iron. (2) Use with Cast Brass, Bronze or Aluminum. (3) Use with Steel and/or Broached Hole.

AUTOMOTIVE HEXAGON COUNTERSUNK HEADLESS DRAIN PLUGS
f—— B ———o 8—=
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Ft A - A
- EXTRE M 58102

1/16-27

ggunl Taper Thread 8-27 1/74-18 3/8-18 172-14 3/4-14 1-11-1/72

SAE - Short

+670
710

.188 +250 .313 .375 «563 .825
2183 255 .318 . 380 .568 . 630

5/32 3/16 3/16 1/4

.13 .16 .18 .20
.08 .09 .10 W11
1/16 1/16 3/32 3/32 1/8

G.M.PART NUMBERS

444870
444871
444872
444873
444874
444875

+395 .520 «530
«425 . 560 « 870

«250 «260
+270 +280

. 395

Min. Body Length
425

Max. Body Length

Min. Hexagon Width 125
Max. Hexagon Width «130
Min. Socket Depth 3/32 3/32 5/32
Min. Wall Thickness 1)
Min. Wall Thickness 2)
Min. Wall Thickness 3)

Finish - Material

1/i8

1/16

444876
444877
444878
444879
444880
444881

+ 444882
444883
444884
444885
444886
444887

444864
444865
444866
444867
144868
444869

Plain
Plain
Plain
Cadmium or Zinc
Plain
|[Plain

Cagt Iron
Malleable Iron
Steel

Steel

Brass

Bronze

444860
444861
444862
444863

444848
444849
444850
444851

444854
444855
444856
444857

(1) Use with Cast or Malleable Iron. (2) Use with Cast Brasa, Bronze, or Aluminum. (3) Use with Steel and/or Broached Hole.

These apecifications were developed without considering whether patents may or may not be involved. In all cases, there-
fore, the supplier shall be required to assume patent liability.

. . v] 53.10Z
NOTES:—For design purposes, use Ordnance Engineering Design Standards, /213 M series. The items

contained on this page are for identification, storage, issue and procurement purposes, and. shall not
be used for design purposes except when Ordnance Engineering Design Standards are not applicable.

Before using any item on this page for any purpose, consult Ordnance Engineering Design Standards
Cross Reference publication for recommended supersessions.

For procurement of ilems on this sheet, G.M. (General Motors) materials and finishes shall be converted
to Ordnance materials and finishes. See drawing number MB1.103A.
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